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The　engine’s　exterior　and　electrical

components　are　made　of　reinforced，

waterproofed　and　highly　rust－proof

materials，　thus　preventing　corrosion

by　sea　water．　Stainless　steel　and　a

special　surface　treatment　ensure
maximum　protection．

Fuel　consumption　is　at　least　20％

bwer　than　competing　engines，
resulting　in　significant　savings．
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ment　of　existing　engine　is　easy．　The

output　shaft　is　l　inch（25．4mm）in

diameter　to　match　existing　cou－

pling．
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2）The　engine　weight　is　33．6　kg（74

1bs），　at　least　30％lighter　than　that　of．

competing　engines．1t　can　be　car－

ried　easily．

3）The　manual　starter　makes　it　easy

to　start　the　engine．

4）The　lead　wire　of　the　engine　stop

switch　is　fully　extended　so　that　the

switch　can　be　mounted　near　the

operator’s　seat．
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1）The　engine’s　size　simplifies　in－

stallation　in　a　banca　boat．　Replace一

The　forced　air－cooled．4－stroke
engine　features　a　dynamic　balancer

that　reduces　engine　vibration．

The　Yamaha　Electro　lgnition　Sys－

tem　has　no　breakers　and　delivers　a

strong　spark　for　easy　starting　and

reduced　maintenance．
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Printed　on　recyc｜ed　paper

DIMENSIONS
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Unit：mm（in｝
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SPECIFICATIONS

Type
Gasoline　4－stroke　side
valve，

forced　ai卜cooled

Bore×Stroke 86．OmmX71．Omm｛3、39inX2．80in）

Displacement 412cc（25．1　cu．　in．）

Max．　horsepower 12HP（8．95kW）at　3，600r／min

Max．　torque 2．43m・kg（17．5ft・lbs．｝2，400r／min

Lubrication　oil

capacity
1．11iters（1．16　US　qt．）

Fuel　tank　capaci旬 5．O　liters（土32　US　gal．）

lgnitiOn　SyStem

E｜eCtro　lgnition　　　　　「

（Condenser　Discharge　lgnition）

Net　weight 33．6kg（741bs．）

Dimensions 383×435×510mm
（15．08×17．13×20．08in．）

Crankshaft
rotational

direction

Counterclockwise

（Viewed　from　stern）

Staπing　system Rewind　manual　starter
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